Abraham, O., Piwakowski, B., Villain, G. and Durand, O. 
*Non-contact, automated surface wave measurements for the mechanical characterisation of concrete*
Construction and Building Materials, 2012

Algré, E., Xiong, Z., Faucher, M., Walter, B., Buchaillot, L. and Legrand, B. 
*MEMS Ring Resonators for Laserless AFM With Sub-nanoNewton Force Resolution*

Auvray, P., Rousseau, L., Lissorgues, G., Soulier, F., Potin, O., Bernard, S., Dieuleveult, F., Scorsone, E., Bergonzo, P., Chicaud, L. and others 
*A passive pressure sensor for continuously measuring the intraocular pressure in glaucomatous patients*
IRBM, Elsevier, 2012

Baraton, L., He, Z., Lee, C., Maurice, J., Cojocaru, C., Lee, Y. and Pribat, D. 
*Study of Graphene Growth Mechanism on Nickel Thin Films*

*Microstructural interpretation of water content and dry density influence on the DC-Electrical resistivity of a fine-grained soil*
Geotechnical Testing, 2012, Vol. 34

Blokhina, E., Galayko, D., Harte, P., Basset, P. and Feely, O. 
*Limit on converted power in resonant electrostatic vibration energy harvesters*

*Picosecond to sub-picosecond pulse generation from mode-locked VECSELs at 1.55 micrometer*
SPIE 8242, 2012

Catapano, I., Napoli, R. D., Soldovieri, F., Bavusi, M., Loperte, A. and Dumoulin, J. 
*Structural monitoring via microwave tomography-enhanced GPR: the Montagnole test site*

Cottone, F., Gammaitoni, L., Vocca, H., Ferrari, M. and Ferrari, V. 
*Piezoelectric buckled beams for random vibration energy harvesting*

Duchene, C., Ruas, A. and Cambier, C. 
*The CartACom model: transforming cartographic features into communicating agents for cartographic generalisation*
International Journal of Geographical Information Science, 0, Vol. 0(0), pp. 1-30

F. B., Brossier, R., Leparoux, D., Abraham, O. and Virieux, J.
2D elastic full waveform imaging of the near surface: Application to a physical scale mode
Near Surface Geophysics, 2012

F. Soldovieri, Dumoulin, J., Masini, N., Solimene, R. and Utsi, E.
Noninvasive Sensing Techniques and Geophysical Methods for Cultural Heritage and Civil Infrastructures Monitoring

Feuillet, V., Ibos, L., Fois, M., Dumoulin, J. and Candau, Y.
Defect detection and characterization in composite materials using Square Pulse Thermography coupled with Singular Value Decomposition analysis and thermal quadrupole modeling

Fu, Y., Chin, L., Bourouina, T., Liu, A. and VanDongen, A.
Nuclear deformation during breast cancer cell transmigration
Lab on a Chip, Royal Society of Chemistry, 2012

Ga?zere, C., Moletta-Denat, M., Bousta, F., Moularat, S., Orial, G., Ritoux, S., Godon, J.-J. and Robine, E.
Reliable Procedure for Molecular Analysis of Airborne Microflora in Three Indoor Environments: An Office and Two Different Museum Contexts
Clean, Soil, Air, Water, WILEY-VCH Verlag, 2012, pp. n/a-n/a

Gaber, N., Malak, M., Yuan, X., Nguyen, K., Basset, P., Richalot, E., Angelescu, D. and Bourouina, T.
On the free-space Gaussian beam coupling to droplet optical resonators
Lab on a Chip, Royal Society of Chemistry, 2013

Gaudefroy, V., Gros, A., Chailleux, E., Bouron, S. and Laguerre, L.
D?termination de la rigidit? de mat?riaux bitumineux routiers par propagation d'ondes ultrasonores

Girard, H., Scorson, E., Saada, S., Gesset, C., Arnault, J., Perruchas, S., Rousseau, L., David, S., Pichot, V., Spitzer, D. and others
Electrostatic grafting of diamond nanoparticles towards 3D diamond nanostructures

Gohier, A., Kim, K., Norman, E., Gorintin, L., Bondavalli, P. and Cojocaru, C.
Spray-gun deposition of catalyst for large area and versatile synthesis of carbon nanotubes

Guillemet, R., Basset, P., Galayko, D. and Bourouina, T.
Design optimization of an out-of-plane gap-closing electrostatic Vibration Energy Harvester (VEH) with a limitation on the output voltage
Heim, M., Rousseau, L., Reculusa, S., Urbanova, V., Mazzocco, C., Joucla, S., Bouffier, L., Vytras, K., Bartlett, P., Kuhn, A. and others
Combined macro-/mesoporous microelectrode arrays for low-noise extracellular recording of neural networks

Henault, J.-M., Quiertant, M., Delepine-Lesoille, S., Salin, J., Moreau, G., Taillade, F. and Benzarti, K.
Quantitative strain measurement and crack detection in RC structures using a truly distributed fiber optic sensing system
Construction and Building Materials, 2012

Hulin, M., Moularat, S., Kirchner, S., Robine, E., Mandin, C. and Annesi-Maesano, I.
Positive associations between respiratory outcomes and fungal index in rural inhabitants of a representative sample of French dwellings

Ihamouten, A., Villain, G. and Derobert, X.
Complex Permittivity Frequency Variations From Multioffset GPR Data: Hydraulic Concrete Characterization

Overview of SENSO project: methodology for combining NDT methods for the assessment of reinforced concrete structures
Construction and Building Materials, 2012

Joucla, S., Rousseau, L. and Yvert, B.
Focalizing electrical neural stimulation with penetrating microelectrode arrays: A modeling study

Kiran, R., Rousseau, L., Lissorgues, G., Scorson, E., Bongrain, A., Yvert, B., Picaud, S., Mailley, P. and Bergonzo, P.
Multichannel Boron Doped Nanocrystalline Diamond Ultramicroelectrode Arrays: Design, Fabrication and Characterization

Lafaye, J., Beguec, J., Gross-Amblard, D. and Ruas, A.
Blind and squaring-resistant watermarking of vectorial building layers

Lascoup, B., Perez, L., Autrique, L. and Criniere, A.
On the feasibility of defect detection in composite material based on thermal periodic excitation
Composites Part B: Engineering, 2012(0), pp. -

Lee, C., Cojocaru, C., Moujahid, W., Lebental, B., Chaigneau, M., Châtelet, M., Le Normand, F. and Maurice, J.
Synthesis of conducting transparent few-layer graphene directly on glass at 450°C

Lee, C. S., Cojocaru, C. S., Moujahid, W., Lebental, B., Chaigneau, M., Chatelet, M., Normand, F. L. and Maurice, J.-L.
Synthesis of conducting transparent few-layer graphene directly on glass at 450 °C
Nanotechnology, 2012, Vol. 23(26), pp. 265603-265608

Leparoux, D., C?t?e, P., G?lis, C. and Cabrera-Nunez
EDZ characterization with surface wave analysis: Experimental and numerical study for defining feasibility in the context of the Tournemire Platform
Near Surface Geophysics, 2012

Magadur, G., Bouanis, F., Norman, E., Guillot, R., Lauret, J., Huc, V., Cojocaru, C. and Mallah, T.
Electrical-field-induced structural change and charge transfer of lanthanide-salophen complexes assembled on carbon nanotube field effect transistor devices.
Chemical communications (Cambridge, England), 2012

Charge transfer and tunable ambipolar effect induced by assembly of Cu (II) binuclear complexes on carbon nanotube field effect transistor devices

Malak, M., Gaber, N., Marty, F., Pavy, N., Richalot, E. and Bourouina, T.
Analysis of Fabry-Perot optical micro-cavities based on coating-free all-Silicon cylindrical Bragg reflectors
Optics Express, Optical Society of America, 2013, Vol. 21(2), pp. 2378-2392

Malak, M., Marty, F., Pavy, N., Peter, Y., Liu, A. and Bourouina, T.
Cylindrical Surfaces Enable Wavelength-Selective Extinction and Sub-0.2 nm Linewidth in 250< Linewidth in 250< formulan formulationtype= Linewidth in 250< formulan formulationtype=

Malak, M., Obaton, A., Marty, F., Pavy, N., Didelon, S., Basset, P. and Bourouina, T.
Analysis of micromachined Fabry-Pérot cavities using phase-sensitive optical low coherence interferometry: Insight on dimensional measurements of dielectric layers
AIP Advances, Author (s). This article is distributed under a Creative Commons Attribution 3.0 Unported License., 2012, Vol. 2(2), pp. 022143-022143

Importance of residual stresses in the Brillouin gain spectrum of single mode optical fibers
Optics Express, 2012, Vol. 20, pp. 1790-1797

Masini, N., Soldovieri, F., de Buergo, M. A. and Dumoulin, J.
Cultural heritage and civil engineering

Maurice, J., He, Z., Cojocaru, C. and others
Different mechanisms of graphene walls nucleation on Fe and Ni particles
2012

Nachef, K., Marty, F., Donzier, E., Bourlon, B., Danaie, K. and Bourouina, T.
Micro gas chromatography sample injector for the analysis of natural gas

Nassiopoulos, A. and Bourquin, F.
Ambient thermal monitoring for on-site building walls characterization

Nguyen, K., Abi-Saab, D., Basset, P., Richalot, E., Malak, M., Pavy, N., Flourens, F.,
Marty, F., Angelescu, D., Leprince-Wang, Y. and others
Study of black silicon obtained by cryogenic plasma etching: approach to achieve the
hot spot of a thermoelectric energy harvester
Microsystem Technologies, Springer, , pp. 1-8

Sabry, Y., Medhat, M., Saadany, B., Bourouina, T. and Khalil, D.
Parameter extraction of MEMS comb-drive near-resonance equivalent circuit:
physically-based technique for a unique solution
021205-1-021205-9

Schoefs, F., Abraham, O. and Popovics, J. S.
Quantitative evaluation of contactless impact echo for non-destructive assessment of
void detection within tendon ducts
Construction and Building Materials, 2012(0), pp. -

Smith, E. (ed.)
TC D.3. Road bridges of the World Road Association PIARC
AIPCR, 2012

Stoffel, M., Wahl, S., Lorenceau, E., Höhler, R., Mercier, B. and Angelescu, D.
Bubble Production Mechanism in a Microfluidic Foam Generator

Stoffel, M., Wahl, S., Lorenceau, E., Hohler, R., Mercier, B. and Angelescu, D.
Study of a new multi channel foam and emulsion generator
MRS Proceedings, , Vol. 1425

Villain, G., Sbartai, Z. M., Derobert, X., Garnier, V. and Balayssac, J.-P.
Durability diagnosis of a concrete structure in a tidal zone by combining NDT
methods: Laboratory tests and case study
Construction and Building Materials, 2012(0), pp. -
Waeytens, J., Chatellier, P. and Bourquin, F.  
*Sensitivity of inverse advection-diffusion-reaction to flow, sensor and control*  
Computers and Mathematics with Applications, 2012

Waeytens, J., Chatellier, P. and Bourquin, F.  
*Influence of discretization and model errors on inverse computational fluid dynamics, Part II: Application to a real network including junctions*  
Mathematics and Computers in Simulation, 2012

Yu, Y., Ren, M., Zhang, J., Bourouina, T., Tan, C., Tsai, J. and Liu, A.  
*Force-induced optical nonlinearity and Kerr-like coefficient in opto-mechanical ring resonators*  
Optics Express, Optical Society of America, 2012, Vol. 20(16), pp. 18005-18015

Yu, Y., Zhang, J., Bourouina, T. and Liu, A.  
*Optical-force-induced bistability in nanomachined ring resonator systems*  

*Study of stress-induced velocity variation in concrete under direct tensile force and monitoring of the damage level by using thermally-compensated Coda Wave Interferometry*  

*Validation of a thermal bias control technique for Coda Wave Interferometry (CWI)*  

Zhu, W., Liu, A., Bourouina, T., Tsai, D., Teng, J., Zhang, X., Lo, G., Kwong, D. and Zheludev, N.  
*Microelectromechanical Maltese-cross metamaterial with tunable terahertz anisotropy*  